
FLOOR IDENTIFICATION SIGNS
 INSTALLATION GUIDE
Required Tools:
• Soft cloth
• Acetone
• Chalk Line
• Brush and Pan

• A Roller
• 3M double sided VHB Tape
• Adhesive (Polyurethane or equivalent)

1. Preparation of Surface
• Ensure the surface is clean dry and free of oil
• Clean all loose and flaking material from the surface using a brush.
• Apply acetone to surface using a soft cloth. Allow to dry for at least 1 minute

• Using a roller, apply heavy pressure on the sign directly where the adhesive is located.

2. Applying 3M Double Side VHB Tape and Adhesive 
• Ensure the surface is clean dry and free of oil
• Clean all loose and flaking material from the surface using a brush.
• Apply acetone to surface using a soft cloth. Allow to dry for at least 1 minute

• Use a level or chalk line to create a level line on the wall surface.
• Remove the paper backing of the double sided 3M VHB and install the sign using the chalk line for guidance on the bottom edge of the sign.

3. Placement of Signage  

Note: A proper preparation of surface is the most important step when applying Ecoglo Photoluminescent Signage. If not done correctly, the adhesion to the substrate will 
be inferior. 

Note: The sign shall be located 5 feet above the floor landing in a position that is readily visible when the doors are in the open and closed position. Floor Identification 
signs shall be located at each floor level landing adjacent to the door leading from the enclosure into the corridor to identify the floor level. 

4. Apply Pressure 

• When the adhesive has cured, trim excess from each sign with a sharp blade and clean as required with acetone.
5. Allow Adhesive to Cure 

Note: Be careful not to scratch or cause and damage to the sign when applying pressure. This step is important to ensure the sign is applied flat against the wall and to 
ensure the adhesive is pressed flat to increase the area of contact.


