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1. PRODUCT OVERVIEW
The ComposiGrip™ Photoluminescent Step Cover combines 
the durable molded fiberglass-reinforced composite stair tread 
covers with a high-performance 1” Ecoglo® photoluminescent 
strip. Designed for high-traffic pedestrian areas, it renovates 
worn stairs while providing enhanced slip resistance, improved 
step-edge visibility, and code-compliant luminous guidance 
during power outages or low-light emergencies. Suitable for 
interior and exterior stairways.

2. KEY BENEFITS
•	 Improves stair visibility in light and dark conditions
•	 Durable, high-traffic rated non-slip surface
•	 Indoor and outdoor rated; UV and weather resistant
•	 Zero energy – charges under ambient light
•	 Low maintenance and easy to clean

3. TYPICAL APPLICATIONS
•	 Interior/Exterior stairs
•	 Exit stairwells
•	 Stair treads and landings
•	 Exit passageways
•	 Code-required luminous step-edge marking locations

4. INSTALLATION SUMMARY
Surface-applied using premium polyurethane adhesive. 
Mechanical fasteners may be used where required by project 
conditions. Substrate must be clean, dry, structurally sound, 
and free of loose paint, sealers, oil, dust, or contaminants prior 
to installation.

5. CODE & COMPLIANCE SNAPSHOT
UL 1994 Listed. Designed to support compliance with applicable 
requirements of IBC, IFC, NFPA 101, NYC Local Law 141, and 
relevant state/local codes.

6. PRODUCT OPTIONS
•	 Step cover color options: Black, Gray, Yellow, Beige
•	 Standard width: 10.25 in (260.35 mm)
•	 Standard lengths: 48 in (custom-cut lengths available)

7. SUSTAINABILITY
•	 Zero energy consumption
•	 Non-radioactive and non-toxic
•	 Contains recyclable aluminum photoluminescent insert components
•	 Contributes toward LEED® project goals

8. TECHNICAL DOCUMENTATION
Complete technical datasheets, test reports, UL 410 slip-resistance test data, and 
submittal packages are available upon request upon request.

*Disclaimer: Performance may vary depending 
on substrate condition, environmental exposure, 
maintenance practices, and project-specific 
conditions.


