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The TractionPro SPF Anti-Slip Sheet is designed to help reduce slips 
and falls in all weather conditions. Featuring a peel-and-stick application 
compatible with most surfaces, it is ideal for use on stairs, ramps, loading 
docks, industrial walkways, exterior entrances, mechanical rooms, 
commercial kitchens, and transit facilities. Manufactured using a high-
temperature curing (HTC) process, TractionPro is engineered for durable, 
long-term performance in demanding environments.

1. PERFORMANCE
The TractionPro Anti-Slip Sheet is suitable for use indoors and outdoors 
providing all weather protection from slips and falls.

1.1 ANTI-SLIP PROPERTIES
•	 UL 410 Standard for Slip Resistance for Floor Surface Materials.
•	 AS/NZS 4586-2004 Classification: Dry: F, Wet: V, Ramp: R12
•	 AS 4586-2013 Classification: P5

1.2 SALT SPRAY RESISTANCE
•	 ASTM B117 – Standard Practice for Operating Salt Spray (Fog) 

Apparatus

1.3 WASHABILITY
•	 ASTM D4828-94(2003), Standard Test Methods for Practical Washability 

of Organic Coatings.

1.4 FLAMMABILITY
•	 ASTM D635-03, Standard Test Method for Rate of Burning and/or Extent 

and Time of Burning of Plastics in a Horizontal Position.
•	 ASTM E162-02, Standard Test Method for Surface Flammability of 

Materials Using a Radiant Heat Energy Source.

1.5 TOXICITY
•	 Bombardier SMP 800-C (2000), Toxic Gas Generation Test.

1.6 RADIOACTIVITY
•	 ASTM D3648-2004, Standard Practices for the Measurement of 

Radioactivity.

1.7 HIGH-TEMPERATURE CURING
•	 Pass

1.8 PEEL ADHESION
•	 Pass

2. SUPPLY

PRODUCT CODE PRODUCT DESCRIPTION SIZE

SPF-070-3606 Anti-Slip Sheet BLACK 914mm x 152mm (36” x 6”)

SPF-070-2406 Anti-Slip Sheet BLACK 610mm x 152mm (24” x 6”)

SPF-070-1206 Anti-Slip Sheet BLACK 305mm x 152mm (12” x 6”)

SPF-080-3606 Anti-Slip Sheet YELLOW 914mm x 152mm (36” x 6”)

SPF-080-2406 Anti-Slip Sheet YELLOW 610mm x 152mm (24” x 6”)

SPF-080-1206 Anti-Slip Sheet YELLOW 305mm x 152mm (12” x 6”)

Custom sizes and colors are available on request

3. COMPOSITION
The TractionPro SPF Anti-Slip Sheet comprises silicon carbide anti-slip 
particles embedded in a polymer carrier and cured at high temperature.

4. INSTALLATION
•	 The TractionPro SPF Anti-Slip Sheet is provided with pre-fitted 

release tape. Indoors, the anti-slip sheet can be surface mounted 
on all smooth surfaces. Outdoors, the anti-slip sheet can be surface-
mounted onto smooth concrete.

•	 Installation needs to be carried out strictly in accordance with the 
installation instructions.

•	 Do not install over uncured coatings, contaminated surfaces, or 
loose paints.

•	 Consult installation instructions on website for full details and 
surface preparation.

5. GENERAL INFORMATION
•	 Thickness: 1.5mm
•	 Fasteners: Peel and stick adhesive
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6. INSTALLATION INSTRUCTIONS FOR ANTI-SLIP SHEET (SPF)
PEEL AND STICK SHEET PRODUCT

1.	 Clean the surface thoroughly to remove dust, grease, or debris. 									      
A. Brush the surface clean of dust and debris. If necessary, clean with an industrial cleaner.						    
B. Remove any paint or sealant and then allow the surface to dry.									       
C. It is better for adhesion if timber surfaces are dry. (Optional) Cut the sheet to size using scissors or a craft knife if trimming is needed.

2.	 Remove the backing tape from the adhesive side of the sheet.
3.	 Place the sheet onto the surface, aligning it carefully in the desired position.
4.	 Apply uniform pressure across the surface to ensure full adhesive contact.


